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Dimensions

Introduction
The Altecnic single and dual foot operated self closing taps are 
suitable for a use in washrooms and commercial applications.
The single tap is suitable for use with cold, hot or mixed water.
The dual tap has 2 inlet connections for cold and hot/mixed 
water and by pressing the appropriate pedal either can be 
selected.
Red and blue pads identify the services.
For mixed water the tap should be used in conjuction with a 
thermostatic mixing valve.
Both the single and dual taps can be converted for floor or wall 
mounting.

Technical Specification
Pressure range: 0.5 to 6 bar
Recommended pressure range: 2 to 4 bar
Working temperature range: 5 to 70˚C
Flow rate @ 3 bar inlet pressure: 12 l/min 
Factory set flow time: 3 sec
Complies with: BS EN 816:2017

Materials
External components: Brass BS EN 12164/12165
 Chrome plated
Internal components: Brass BS EN 12164/12165
Seals: EPDM
Plastic components: POM 

605-1001 - Single Tap
605-1002 - Dual Tap

F = floor  mounted & W = wall mounted

Options Available
The operating time can be changed to suit the applications:
 5 sec ±2
 10 sec ±3
 14 sec ±4
 20 sec ±8
 40 sec ±10
The flow rate can be limited to 5, 6 or 8 l/min.
These options must be specified when ordering.

Ref No A B C D E F

605-1001 F G½ 61 - 240 43 42

W G½ 61 85 190 43 42

605-1002 F G½ 60 71 255 37 85

W G½ 60 130 210 37 85
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